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CEILING
A. CEILING HEIGHT IS 10'-0”, U.N.O.
B. LAY IN CEILING: ARMSTRONG DUNE #1774 WHITE WITH

ARMSTRONG PRELUDE 15/16" EXPOSED TEE
GRID SYSTEM.

C. PROVIDE SOUND INSULATION OVER CEILINGS AT RESTROOM.
LIGHTING
A. LITHONIA 2' X 4' 3-LAMP

RECESSED FLUORESCENT TROFFER
2GT8 3 32 A12 120
OR EQUAL

SHADED LIGHT FIXTURES SHALL CONTAIN AN EMERGENCY
BATTERY PACK; SURE-LIGHTS OR EQUAL.

B. LITHONIA 2' X 2' 2-LAMP
RECESSED FLUORESCENT TROFFER
2GT8 2 17 A12 120
OR EQUAL

C. RUUD 8'-0" TRACK W/ MR16, 50W. HEAD
FIXTURE TO BE DETERMINED BY TENANT.
OR EQUAL

D. LITHONIA RECESSED FLUORESCENT DOWN LIGHT
OR EQUAL

E. GENLYTE METAL HALIDE #ALLB22250MHMT
250 WATTS

F. CONTRACTOR TO PROVIDE EXIT/EMERGENCY LIGHTS
AS REQUIRED BY CITY OF CEDAR PARK.

EXIT SIGN (HATCH INDICATES DIRECTION OF ARROW)
EXIT/LIGHT UNIT COMBO; BATTERY BACK-UP
ILLUMINATED AT ALL TIMES

G. REFLECTED CEILING PLAN IS FOR LOCATION OF LIGHTS
AND SWITCHING CLUSTERS ONLY.

H. CONTRACTOR TO PROVIDE ANY REQUIRED DOCUMENTS OR
LOAD CALCULATIONS AS REQUIRED FOR PERMITTING WITH
THE CITY OF CEDAR PARK. ENGINEERED (SEALED)
DRAWINGS WILL NOT BE REQUIRED.

CONTROLS, SWITCHING, AND WIRING
A. PER CODE REQUIREMENTS IN COMCHECK-EZ VER. 3.0.1

CONTRACTOR TO PROVIDE A MINIMUM OF TWO SWITCHES, DIMMER,
OR OCCUPANCY SENSOR IN EACH SPACE. EXCEPTION:
1. ONLY ONE LUMINAIRE IN SPACE,
2. SECURITY LIGHTING, 24 HOUR LIGHTING,
3. THE AREA IS A CORRIDOR, STORAGE, RESTROOM, RETAIL

SALES AREA OR LOBBY.
B. TANDEM WIRED ONE-LAMP AND THREE-LAMP BALLASTED LUMINAIRES.

EXCEPTION:
ELECTRONIC HIGH-FREQUENCY BALLASTED LUMINAIRES
NOT ON SAME SWITCH.

HVAC
A. CONTRACTOR TO PROVIDE MECHANICAL DRAWING SHOWING DUCT LAYOUT,

SUPPLY AND RETURN AIR GRILL LOCATIONS, AND THERMOSTAT LOCATIONS
TO PERSPECTA FOR APPROVAL PRIOR TO START OF WORK.

B. CONTRACTOR TO NOTIFY PERSPECTA OF ANY REQUIRED PLAN CHANGES TO
ACCOMMODATE DUCT WORK OR HVAC EQUIPMENT.

C. CONTRACTOR TO PROVIDE ANY REQUIRED DOCUMENTS OR LOAD CALCULATIONS
AS REQUIRED FOR PERMITTING  BY CITY OF CEDAR PARK. ENGINEERED (SEALED)
DRAWINGS WILL NOT RE REQUIRED.

CONSTRUCTION NOTES
A. CENTERLINE OF OUTLETS SHALL BE MOUNTED 16”

ABOVE FINISHED FLOOR LINE, U.N.O.
B. CENTERLINE OF SWITCHES SHALL BE MOUNTED 42”

ABOVE FINISHED FLOOR LINE, U.N.O.
C. LIGHT SWITCHES SHALL BE LOCATED 4” FROM DOOR FRAME, U.N.O.
D. THERMOSTATS SHALL BE VERTICALLY ALIGNED WITH LIGHT

SWITCHES AT 48” ABOVE FINISHED FLOOR LINE, U.N.O. ALL CONTROLS
SHALL BE MOUNTED AT 48” MAX FROM FINISHED FLOOR LINE.

E. ALL THERMOSTAT COVER PLATES ARE TO BE PAINTED
TO MATCH ADJACENT SURFACE, U.N.O.

F. ALL LIGHT SWITCH PLATES, LIGHT POLES, OUTLETS AND
OUTLET COVER PLATES SHALL BE WHITE.
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SCOPE OF WORK:

1. RELOCATE/ADD SWITCHES AS REQUIRED. (DOOR LOCATIONS NOTED
ON PLAN).

2. RELOCATE EXISTING LIGHT FIXTURES AS NEEDED; NO
NEW FIXTURES REQUIRED.

3. RELOCATE EXISTING DIFFUSERS/RETURNS OR ADD NEW
DIFFUSERS AS REQUIRED FOR NEW PARTITION PLAN. NO HVAC
EQUIPMENT CHANGES REQUIRED:

4. EXISTING EXIT SIGN LOCATIONS.
FIRE MARSHALL WILL FIELD VERIFY EXIT SIGN LOCATIONS
FOR ADEQUATE COVERAGE.

5. SPRINKLER SYSTEM EVALUATION WILL BE COMPLETED
AND A SEPARATE PERMIT WILL BE PULLED IF HEAD
ADJUSTMENTS OR ADDITIONS ARE REQUIRED.

HVAC DETAILS PROVIDED BY AIR-TEMP OF AUSTIN
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