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GENERAL NOTES
1. CONTRACTOR WILL BE RESPONSIBLE FOR:

A. ANY REVIEWS AND INSPECTIONS AS REQUIRED BY THE CITY OF CEDAR PARK
AND THE STATE OF TEXAS, AND

B. ANY CODE REQUIREMENTS BY THE CITY OF CEDAR PARK, NEC, NMC, NPC
AND THE STATE OF TEXAS.

C. CONSTRUCTION MUST COMPLY WITH ALL APPLICABLE FIRE CODES. CEDAR
PARK IS UNDER THE INTERNATIONAL COUNSEL OF CODES (ICC) AND THE
2012 INTERNATIONAL FIRE CODE.

2. ALL CONSTRUCTION, INSTALLATIONS, CLEARANCES, TYPES OF MATERIALS TO
ADHERE TO ADA ACCESSIBILITY GUIDELINES FOR BUILDINGS AND FACILITIES.

3. CONTRACTOR TO NOTIFY DESIGNER OF ANY CONDITIONS THAT CONFLICT OR
ARE NOT SHOWN ON THE PLAN.

4. "FE" FIRE EXTINGUISHERS LOCATED ON PLAN AT A MINIMUM, PORTABLE
MULTIPURPOSE FIRE EXTINGUISHERS (MINIMUM RATING OF NOT LESS THAN 3-A:
40-B:C WITHIN 75 FEET OF TRAVEL DISTANCE FROM ANY POINT IN TENANT FINISH
OUT) WILL BE PROVIDED IN ACCORDANCE WITH NFPA-10. PROVIDE SIGNS WHEN
FIRE EXTINGUISHERS ARE OBSTRUCTED. EXTINGUISHERS MUST BE MOUNTED TO
MEET ARTICLE 8309G, T.C.S. AND HANDICAPPED ACCESSIBILITY REQUIREMENTS AS
PRESCRIBED IN TAS2012 AND ADAAG. THE EXTINGUISHERS MUST BE READILY
VISIBLE, AND THE LOCATION MUST BE PROPERLY MARKED AND/OR IDENTIFIED.
CONFIRM LOCATION WITH FIRE INSPECTOR PRIOR TO INSTALLATION. FIRE
EXTINGUISHERS SHALL BE OF COMMERCIAL GRADE AND SERVICEABLE. INSTALL
PER TAS 2012, 307.2 LIMITS OF PROTRUDING OBJECTS AND 308.3.1 UNOBSTRUCTED
SIDE REACH.

FIRE PREVENTION NOTES
1. SUITES SHALL BE LABELED WITH SUITE LETTERS ON FRONT AND REAR DOORS.  SEE

SHEET A1 FOR DESIGNATION OF SUITES.  ELECTRICAL DISCONNECTS AT METER
SERVICE SHALL BE LABELED WITH SUITE NUMBER BEING SERVED.

2. A KNOX BOX SYSTEM IS INSTALLED ON BUILDING; A MASTER KEY PROVIDING
ACCESS TO BUSINESS IS REQUIRED AT FIRE FINAL.

3. FIRE SPRINKLER PLANS SHALL BE SUBMITTED AND APPROVED BY FIRE MARSHAL
PRIOR TO INSTALLATION. DESIGN SHALL COMPLY WITH NFPA-13. (12 OR MORE
HEAD DROPS WILL REQUIRE COMPLETE PLAN REVIEW).

4. IF INSTALLED, FIRE ALARM PLANS SHALL BE SUBMITTED AND APPROVED BY THE FIRE
MARSHAL'S OFFICE PRIOR TO INSTALLATION. DESIGN SHALL COMPLY WITH NFPA-72.
WITNESS TESTS ARE REQUIRED ON ALARM SYSTEM.

5. HVAC SYSTEMS OF 2000 CFM OR OVER SHALL HAVE DUCT DETECTORS
INSTALLED. LOCATIONS OF DUCT DETECTORS TO BE LABELED ON CEILING GRID. A
REMOTE ENUNCIATOR IS REQUIRED, IF NOT TIED INTO BUILDING ALARM SYSTEM.
VERIFY THAT THE MEANS OF EGRESS, INCLUDING THE EXIT DISCHARGE, SHALL BE
ILLUMINATED AT ALL TIMES THE BUILDING SPACE SERVED BY THE MEANS OF EGRESS
IS OCCUPIED. THE EGRESS LIGHTS CAN BE EITHER ON A MOTION SENSOR OR
HARDWIRED FOR 24-HOUR OPERATION.

EGRESS/OCCUPANCY LIGHTING
1. EGRESS LIGHTING:

A. HOUSE LIGHTS WILL BE ON A COMBINATION PHOTO EYE/TIMER.
HARDWIRE TO AN AUTO TRANSFER SWITCH THAT WILL TURN ALL THE
LIGHTS ON IN THE EVENT OF POWER FAILURE.

B. BACKUP POWER PROVIDED BY ONE DEEP CYCLE BATTERY, TRIPP LITE
APS 2012 (HTTPS://WWW.TRIPPLITE.COM/2000W-POWERVERTER-APS-
12VDC-120V-INVERTER CHARGER-AUTO-TRANSFER-SWITCHING-
HARDWIRED~APS2012/)

2. GUIDE LIGHT/OCCUPANCY LIGHTING:
A. AT EVERY ROOM EXCEPT CLOSETS AND STORAGE ROOMS, PROVIDE

A LIGHT FIXTURE (DESIGNATED "OL"), ACTIVATED BY PHOTOCELL, NEAR
DOOR OF ROOM, AND

B. ADDITIONAL FIXTURES AS REQUIRED TO ACHEIVE A LIGHT LEVEL OF 1
FOOT-CANDLE MINIMUM IN ROOM. FINAL LOCATIONS SHALL BE
VERIFIED WITH FIRE MARSHAL.

C. PREFERRED LOCATION IS AT STANDARD OUTLET HEIGHT, DIRECTLY
UNDER LIGHTING SWITCH FOR ROOM.

D. PREFERRED BRAND EATON/COOPER, OR EQUIVALENT, WITH THE
FOLLOWING SPECIFICATIONS:
1. HTTP://WWW.COOPERINDUSTRIES.COM/CONTENT/PUBLIC/EN/

WIRING_DEVICES/PRODUCTS/ELECTRICAL_ACCESSORIES/
FULL_LED_NIGHTLIGHT_7737.HTML

SCOPE OF WORK
�� DEMO (1) EXISTING OFFICE AND ADD (3) OFFICES
�� ADJUST/RELOCATE EXISTING LIGHTING AS NEEDED FOR NEW LAYOUT
�� ADD (2) LOW BAY LIGHTS AND (2) 2X4 LAY-IN TROFFERS TO EXISTING

LIGHTING CIRCUIT(S) PER A1.� RCP
�� ADD (5) DUPLEX OUTLETS TO EXISTING CIRCUIT(S) PER A1.� NEW POWER
�� ADJUST/RELOCATE EXISTING HVAC VENTS AS NEEDED, ADD HVAC TO

��� NEW OFFICES

Suite #501- 
Discovery Business Park
715 Discovery Blvd, Building 5, Cedar Park, TX 78613

B

REQUIREMENTSCODE SECTION

USE GROUP CLASSIFICATION

BUILDING CONSTRUCTION TYPE

FIRE SPRINKLERS

DESCRIPTION

TYPE 2 B

NFPA 13

601

903.3.1.1

304

FIRE ALARM NOT REQUIRED907.2.2

APPLICABLE CODES

TAS

BUILDING CODE

PLUMBING CODE

MECHANICAL CODE

ELECTRICAL CODE

ACCESSIBILITY

FIRE CODE

2015 IPC

2015 IBC

2015 IMC

2014 NEC w/ LOCAL AMENDMENTS

2015 IFC  w/ LOCAL AMENDMENTS

JURISDICTION CITY OF CEDAR PARK

ENERGY 2015 IECC

BUSINESS AREA 1,334 SQFT

OCCUPANT LOAD 131 PER 100 S.F.

SUITE  505
1300  SQ . FT .

4-24-12

SUITE  502
3000  SQ . FT .

3-20-15A1.2RCP / NEW LIGHTING
1/8” = 1’0”

W

W

W

W

A

A

A

AA

B

E

EXISTING

EXISTING

EXISTING

EXISTING

EXISTING

EXISTING

(2) NEW LOW BAY FIXTURES

EXISTING CEILING GRID REALIGNED
WITH NEW ROOM

(2) NEW 2X4 LAY-IN
TROFFERS

(2) NEW SUPPLY AND RETURNS
TO NEW OFFICES

1/31/2020 Commercial Service Calculation
Discovery Business Park

715 Discovery Blvd Ste 501
Cedar Park, TX

Step 1: T.220.12 Lighting Load 3.5VA X 1452 X 125% = 6352
Step 2: T.220.42 Lighting Demand 100% = 6352
Step 3: 220.6 Compare Heat & A/C, omit smaller 50A(1.732 X 208) = 18013
Step 4: 220.14G Show Window Lighting  = 0
Step 5: 220.14(F) Sign  = 1200
Step 6: 220.17 Fastened in place appliances  = 0
Step 7: T.220.44 Receptacle Demand 14 X 180VA = 2520
Step 8: T.220.56 Kitchen Equipment Demand  = n/a
Step 9: T.220.50 Largest Motor + 25% 5.8 X 208 X25% = 301

Total VA: 23386

Total Amps: 23386VA /(208V X 1.732) = 79 Amps

Amps Per Phase A B C N

Receptacles 7 7 7 7
Lighting 17 17 17 17
A/C-Heat 50 50 50 0
Fastened in place appliances 0 0 0 0
Show Window Lighting 0 0 0 0
Sign 0 2 0 2
25% Increase Largest Motor 0 2 0 2

Total Amps Per Phase 78 79 77 28

1 2 Receptacles Rm 104
3 4 Receptacles Rms 101, 102, 103
5 6 Lights
7 Water Heater 8 Receptacles Rm 104
9 Water Heater 10 Receptacles Rms 101, 102, 103
11 12 Receptacles Data Rm 100
13 14 Receptacles Rm 104
15 16 Receptacles Rm 104
17 18 Receptacles Water Fountain
19 20
21 22
23 24
25 26
27 28
29 30
31 32
33 34
35 36
37 38
39 40
41 42

DBP 501
Panel L1     |     Fed from Service Disconnect 501

RTU

DISCOVERY  BUSINESS  PARK
BUILDING  5
1/8" = 1'-0"
APRIL  22 , 2019

A1.4NEW MECHANICAL
1/8” = 1’0”

W

E

EXISTING

EXISTING

EXISTING

EXISTING

EXISTING

EXISTING CEILING GRID REALIGNED
WITH NEW ROOM

A1.��NEW POWER
1/8” = 1’0”

NEW DUPLEX

NEW DUPLEX

NEW DUPLEX

12
’6

”
25

’0
”

NEW DUPLEX

NEW DUPLEX

NEW DUPLEX

SUITE 501
1334 SQFT

.

.

DF

DF

CONSTRUCTION PLANS  - DEMO & NEW CONSTRUCTION  IN RED

DEMO / NEW WALLSA1.11/8” = 1’0”

��
�1

2’
-0

”
��
�1

0’
-0

”

WINDOW

5ECEPTION

OFFICE

O3(1�
2FFICE

R
A

R
A

EXISTING 14”

8”

200 CFM

8”

200 CFM

EXISTING 12”

EXISTING
500 CFM

EXISTING
425 CFM

14”
EXISTING

8”

8” 8”

8”

SUBMITTAL/REVS.
Submittal #1: 02/03/20

OWNER:

L&G Investors C.P., LLC
715 Discovery Blvd., #302
Cedar Park, TX 78613 
CONTACT: Carmine Marinari
PHONE:  800-760-3909, #85
EMAIL: carmine@mtiproperties.net

GENERAL CONTRACTOR

Multi Tenant Management & Construction Services, LLC
PO Box 1018
Cedar Park, TX 78630
CONTACT: Carmine Marinari
PHONE:  800-760-3909, #85
EMAIL: carmine@mtiproperties.net

DEMO / NEW WALLS RCP/NEW LIGHTING NEW POWER NEW MECHANICAL

EXISTING ELEC.
SERVICE PANEL (L1)

EXISTING ELEC.
SERVICE PANEL (L1)

LOCATION OF PREMISES ELECTRICAL LOAD CALCULATIONS ELECTRICAL PANEL SCHEDULE - L1 

PROJECT NAME
DBP #501 -

HEALTHY ROOTS

TENANT NAME
Healthy Roots

NGC, Inc.

ADDRESS
715 Discovery Blvd.

Suite 501
Cedar Park, TX 78613

PLAN
&

DETAILS

OFFICE

OFFICE

��
��
�’

-0
”

W
IN

D
O

W

W
IN

D
O

W

Storage

RR


